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Technische Daten

Technical Data

Abmessungen [b x h x []

Dimensions [w x h x []

Transportstellung Transport Position 2438 x 2425 x 6058 mm
nofbauicre psembling e 6400x 6000 mm
Gewicht (Mast) Weight (only Mast) 6250 kg
Installation Installation Zzi::‘iu:ggz:::tcirc]ally
Aufbauzeit Assembling time <30 min
Masthohe Mast height 8-22m
Windflache Wind area 2-4m?

Kopflast Payload 150 kg

Neigung Inclination <3,0°

Torsion Torsion +1,5°
Windgeschwindigkeit (Betrieb) Wind speed (Operation) 100 km/h
Windgeschwindigkeit (Uberleben)  Wind speed (Survival) 120 km/h

Teleskopierbarkeit

Telescopability

stufenlos iiber eine Seilwinde
continuously by means of a rope winch

Aufricht- und Ablege-Antrieb

Erection and Lay down drive

elektrisch tiber eine Seilwinde
electrically by means of a rope winch

Gelandeneigung

Ground slope

6° langs/lengthwise

.o
+ 8° quer/crosswise

Energieversorgung

Power supply

24V DC/230VAC

SMAG Mobile Antenna Masts GmbH  Phone  +49 5341 302-447
Windmuehlenbergstrasse 20-22 Fax +49 5341 302-643
38259 Salzgitter E-Mail  contact@smam.de
Germany

QSMAG

Q
Mobile Antenna Masts =SMAG

Internet www.smam.de GROUP COMPANY



